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347  & 348 Installation Instructions
The surface mount T-Bolt astragal is designed to operate on in swing double doors.  The surface mount T-Bolt must be mounted on the inactive door with the “T” facing outside.

On the inactive door the surface mount T-Bolt can be installed by the following instructions:

1) Determine position for astragal on inactive door (Left or Right). With the door in close position mark and cut for the height and also mark and cut for the height and also mark and cut for the door stop (Notch the exterior face portion of the T-Bolt) in order to fit the T-Bolt underneath the door stop at the frame head the notch on the T-Bolt should be the same as the thickness of the stop (Approx. ½”)
Note:
To install the 347 T-Bolt with strike plate, black spacers and boots be sure to pull one of the slides out of the T-bolt and insert the spacers and the boot for the bottom of the T-Bolt before you fasten the T-Bolt to the inactive door.

2) Fasten T-Bolt to inactive door with #6 7/8” screws.

3) Determine Location for the bolt holes in the frame head (Top) and threshold with the door close in position mark exact center for locating holes. Drill 5/16” hole install plate over hole in frame head (Top) using the nails provided.

4) For perfect fit of the dead Bolt on the T-Bolt, cut back the T-Bolt to allow 1” into the door.

5) Determine strike plate location and slide the black spacers to the location. Mark screw locations drill holes, place strike plates on the spacers and fasten with the screws #6 1-1/4”. Screws will stand through the spacers and into the door.

6) Now the installation is complete.
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